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1. Range MTS (Make To Stock)

Depth

Width

Width

Width

Width

Width

Width

Width

Width

Width

Width

Width

Height

Side

720 360

330330330330

L=R L=R L=R L=R L=RL=RL=RL=RL=R

720720

570

720

570

720

570

720

570

720

DOOR/
DRAWER LINE

FULL 
DRAWER CORNER UNDER 

OVEN WALL CORNER ANGLED BRIDGE

BASE CABINETS WALL CABINETS

1970

570 503

/

/

TALL SHELVING
PACKS*

LARDER CABINETS

150

300

350

400

450

500

600

700

800

900

1000

*includes 2 fixed and 2 adjustable shelves

628 628

928
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The complete range contains 42 skus in 3 different colours:  

white, ivory & lissa oak

white ivory lissa oak
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2. Product features that make the difference
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18 mm

18 mm thick MFC panels,  

1 mm ABS on leading edges

Solid top and bottom are 

interchangeable 

Tool-less solid centerpost 

with a unique Turnfastener 

technology

8 mm

8 mm solid back

18 mm adjustable shelves;  

3 possible heights

Tool-less and adjustable 

hanging bracket system

No fittings because of 

UNICLIC technology 

Adjustable tool-less legs

Standard heigth: 150 mm

Adjustable: 145 - 168 mm
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2. Product features that make the difference
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Turnfastener Technology
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Unilin’s Turnfastener Technology makes sure that centerposts, 

fixed shelves and backrails for kitchen cabinets are easy and 

completely tool-less to assemble.

On one side the Turnfastener needs to be inserted in the drilling 

hole of the kitchen panel, the other side of the Turnfastener is 

placed into the drilling hole in the centerpost, shelf or backrail.

With a turn movement of 90°, the Turnfastener locks itself into 

the kitchen panel so that the connection with a centerpost, shelf 

or backrail becomes very strong. For details on the installation of 

the Turnfastener, please see picture.

The Turnfastener tool is being used in the following cabinets:

- All base cabinets with a width from 700 - 1000 mm (centerpost)

- The fixed shelves in the tall larders

- Corner cabinets (backrail)



2. Product features that make the difference
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How to install centerpost with Turnfastener technology?

Photo: Turnfastener tool

How to install fixed shelves (only for tall larders) with Turnfastener technology?
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3. Handling of larder units
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Units should be handled with extra care + setup similar to pictures.

Don’t lift the larder unit from his side.

4. Cut outs
When cutting a recess, leave a frame around all 4 sides of the panel (see pictures below).

After doing cut outs, all units should be handled with extra care.

Fridge unit + oven housing - tall larder: min. 50mm
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5. Door sizes and combinations of the units
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Smart drilling pattern

Larders with doors & drawers

Gap of 4mm between the doors/drawers
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Height of the legs: 145 - 168 mm

Height of the legs: 145 - 168 mm



5. Door sizes and combinations of the units
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Doors + oven

Doors + drawers + oven

Gap of 4mm between the doors/drawers
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Height of the legs: 145 - 168 mm

Height of the legs: 145 - 168 mm



5. Door sizes and combinations of the units
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Doors + fridge

Doors + drawers + fridge

Gap of 4mm between the doors/drawers
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Height of the legs: 145 - 168 mm

Height of the legs: 145 - 168 mm



5. Door sizes and combinations of the units
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Around the kitchen door or drawer there is a space of 2 mm

When the width of the cabinet is 600 mm, the width of the door should be 596 mm.

4 mm

2 mm

Other possible spaces are 3 and 5 mm. 

Around the kitchen door or drawer, there is a space of 1,5 or 2,5 mm.



6. Technical drawings of door sizes and 
     combinations
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Doors and doors + drawers

Fridge with doors

Fridge with doors and drawers

Oven with doors

Oven with doors and drawers

Base, wall, bridge and extractor - doors and drawers

Drawer suppliers:
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20

DETAIL OF THE HINGES



7. Corner solutions
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7. Corner solutions
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7. Corner solutions
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8. Tips & Tricks
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 Wall cabinet mounting
 » Screw the mounting plates on the wall

 » Hang the wall cabinets on the mounting plates

 » Align the wall cabinet and put them level by adjusting the hanging brackets

 » Screw the wall units together

 » ! Don’t screw as long as there’s a gap between the cabinets !
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9. Assembly instructions
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BASE Corner Cabinet

BASE door/drawer line B150

BASE door/drawer line B300/350/400/450/500/600

BASE door/drawer line B700/800/900/1000

BASE full drawer double sided box DSDB D500/600

BASE full drawer double sided box DSDB D800/900/1000

BASE Under Oven UO600

WALL W260/300/350/400/450/500/600

WALL W700/800/900/1000

WALL Angled Cabinet

WALL Corner Cabinet

LARDER tall larder TEP300/400/500/600

BRIDGE 500/600/800/900 & EXTRACTOR 500/600/900
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